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1. Safetylnformation

This user manual includes instructions for using and managingrtauct on your network.Carefully
read and follow the instructions on the guide before installing the product to ensure that it is used
properly as intended and avoid damage due to faulty assembly and installdtlpdated versions of this

document willbe posted to our company website as they become available.

1.1 Safety Notices

Legal Considerations
Video and audio surveillance can be forbidden by laws that vary from country to country. Check the laws

in your local region before using this product surveillance purposes.

Liability

ZAVIO Inc. cannot be held responsible for any technical or typographical errors and reserves the right to
make changes to the product and manuals without prior notice. ZAVIO Inc. makes no warranty of any
kind with regard ¢ the material contained within this documenincluding, but not limited to, the
implied warranties ofmerchantabilityand fithess for any particular purpose. ZAVIO bi@ll not be

liable nor responsible for incidental or consequential damages in commecwith the furnishing,

performance or use of this material. This product is only to be used for its intended purpose.

Follow the geneal safety precautions and théelow operation notice.

Operation Notice- Operating or storage location
Avoidoperating or storing the camera in the following locations:
w 9EGNBYSt & KeRpératidgtdmpetatufe:40E th ©8@or -40 F to 140F)
wNearheating equipment (e.cheaters)
wNearwater (e.g.bathtub, kitchen sink
wNearsources of strong magnetism
wNearsources of powrful electromagnetic radiatiofe.g.radio, TV transmitter}
w [20FGA2ya &adzoa2SO0 (2 aidNRy3a GAONIGA2y 2N akz2O0]

Cleaning
w | &S dry cloh 2oEléan the external surfacef the deviceor dampened the si cloth with
small quantity of detergent solution to removéas. Remember tavipe drythe cleaned area
w 52 y2i dzaS (e@altohol hehzBnghirddraaS tidy enay damage the surface.



1.2 Electromagnetic CompatibilityEMC)

FCC Statement
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant
to Part 15 of the FCC Rules. The limits are designed to provide reasonable protection against harmful
interference in a residential installatiomhis equipmentgeneratesuses and can radiatradio frequency
energy and,finot installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not oceuparticular
installation. If this equipment does cause harmful interference to radio or television reception, which can
be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one of the following easures:
w WS2NASY:d 2NI NBE20FrGS GKS NBOSAQGAY3I yuSyyl o
w LYONBlIasS GKS aSLINIGA2Yy 0SG6SSy SIldALIYSYdG FyR N
w [/ 2yySOG GKS SldALYSyG Ayid2z2 Iy 2dzitSid 2y | OANI
connected.
w [/ 2yadZ & G(KS R&lradi@NIte2hNitidn §or hSlE LIS NA Sy

CE Mark Warning
This is a Class B product. In a domestic environment, this product may cause radio interference, in which

case the user may be required to take adequate measures.



2. HardwareOverview

2.1 Connectors and buttons

— Side —

DC Iris connector

— Front —

Image sensor

.
-

Lens connector




2.2LED Indicator

LED Color Indication
Green Solid blue when network is established
Network
Orange Blinkorange when there is network activity

2.3Package Contents

Verify that all contents received are complete according to the list below.

A ZAVICBox Camera

A Quick Installation Guide (QIG)
A Hex screw driver

A

Gmount to CSmount adapter

2.4Minimum System Requirement

Make sure that gur computer mees$ or exceed the following specifications:

Item Requirements

CPU Intel Core i5 CPU @ 2.0GHz (or equivalent AMD)

Graphic Card 512MB RAM graphic cards(or equivalentlwoard graphic cards)
RAM 2GB RAM

Operating System

Windows 7 or later
Mac OS Leopard 10d5 later

Web Browser

Internet Explorer &r later




3. Web Interface

Available options may vary depending on the camera model.

| Live View I Client Selﬁnq] Pll] Focus |

CamGraba 2.0

A" HE H R
-] mE "

L0 0 | OO0 @ | 2015-08-2118:30:58 | @ —a— & I e ® )

Toolbar

Function

Home button.Click toopencameralive view

Settings button. Click b opensettings page.

All onfiguratiors are available on this page.

Pause button.Click to pause the live video streamlick again to resum

pause Thisfunction is also availablen VLC mode wheunsing non-IE browser

A
)
O
O

Stop button.Clickto stop the video streanclick again to resume stop.
Whenvideo stream is stopped, théisplaywill turn black This function is also

available in VLC mode whesingnon-IE browser

O

Record buttonClickto record the live vido on your computer. When selected
a messagevill prompt requesing you to specify the folder in which you wa
to store the videoAfter selecting the folder, lick OKto beginrecording. The
button will start flashingto indicate that the recording is active. Click again
stop the recording.This function is only availabléor Internet Explorer on

Windowssystems




Glass demister button. Click to turn on the can@reoolingheating system tg

demistthe water vaporon the front glass.

Snapshot button. Clicko take a snapshot of the videdVhen selected, ¢
window will prompt &owing the captured frame click Save Imageto
complete processThe function is also available in VLC mode whsing

non-lE browser

Zoom button. Click to zoom in or out of the video. When selectedogerlay
imagewill appear drag the box ovethe zone you want to zoom and adju
thezoombymok y3 G KS &f AR®SNI2N2 ]2 NRabzbomHS

only availabldor Internet Exploreion Windows sgtems.

®

Full screen buttonClick to view the video in full screen mode. In full scrg
mode, the video is stretched to fit the entire screen. To return from full scr
mode, press the ESCyken your keyboarar click on any part of the screen.

The function islso available in VLC mode whesingnon-IE browser

Live View

Live view button. Click teeturn to the main live video page.

Client Setting

Profile- Selectthe preferred profile from thelist. You cardefine these préiles
in the settingsmenu.

View Size Two choicesare provided 6cCA (i  { WIN&sRe/te vido to fit
the live vewLJF 3 S & & C dil display héwRi&oyatsitoriginal size.

Protocol Slect the transfer protocol

[P1z]

Set Press set button to remember theamer& current position, preset
positions will benamedasé t NtB& S

Preset A preset positionallows users toquickly steer the camera tohe
predefinedposition

Go When selecteda dropdown list will appearallowing you to selectthe
preset position

Patrol Before starting this foction users mustdefine the guardtour first. A
guard tourallows the camera to patrgbreset positionsin a predetermined
order or at random and foe configurable time periods. Thenabled guard

tour will keep running after the user has logged off or closed the browser

| Focus

Zoom:dick the arrowheadr drag the pointetto adjust the zoom value
Focus When the zoomposition is changed the camera may loosécus
Adjust the focus bylickng the arrowhead or dragingits pointer along the
slide bar to find the bedtmagefocus

ReFocus When selected, the camera will automatically find the appropi

focus value




4. Settings ¢ Information

Theinformation pageprovides a complete overview of the status of your network camera.

A X
® Information
(. Basic Setup
(JLive View

) Playback

Event

System

Information

Product Information

Product Name IZMegapier D/N Outdoor Dome, PoE, w/ audio, DIDO(2/|

Firmware Version lM2.1.5.21

Firmware Date IFri Nov 21 14:24:01 CST 2014

Onvif Version |2.30
MAC Address lError

Bandwidth Usage |Receiving = 52 kbps transmitting = 13kbps

Fan State IOFF
Heating State IOFF
Temperature |26°C / 78°F

|
|
|
|
Date Time |2015-01-15 16:44:40 |
|
|
|
|
|

PoE I

Security

ﬂ

Video Connection

Ad
Disabled
HTTPS Disabled
Disabled

apter

Anonymous Viewer

1P Address Filter

Video Setting

Image

Mirror/Flip: None,
Image Rotated: None,
Video Clip Format: Profilel,

Day / Night

IR Cut Filter Mode:Ruto,

IR Cut Filter Switch Delay:10s,
IR Cut Filter Threshold:10-20,
IR Mode:Ruto,

IR Level (Spot):S1,

IR Level (Wide):4S

Event List

Name Enabled Trigger Action * Schedule

No item has been contained.

* P=PTZ Action, D1/2=Digital Output 1/2,

I=IR, F=FTP Upload,

S=SMTP notification,

H=HTTP notification,

10

N=Network Storage, SD=SD Card
Network
TcP/P [10.0.50.52 , HTTP Port:80 |
PPPOE Disabled
UPnP [Fnanled |




5. Settings ¢ Basic Setup

The basic setupageallows you to manage thillowing: l—ﬁ—”%‘
A User accounts
A Network parameters Network
Date Time
A Date and timeconfiguratiors video
Audio
A Videosettings Live View
~ Playback
A Audiosettings Event
System
5.1 Account

ﬁ x Account
Information
¥ Basic Setup Account List

Network admin Msinistrator r —
Date Thme 2 http//192.168 1.10/basic_sccount_settin. ) =) -t
Video Account Setting

Audio

Live View
Playback

Lvent

Add Edn Remaove Save | | Cencel
Anonymous Setting
Disabled v
Save Cancel

The network camera allows the creation b to 10 user accountswith different privilegelevels. There
are three user levelsviewer, operator and administratorTheviewers only have access tthe live view
page of the camera. Thaperators have access to the live view page, as webasic image settings (e.g.:

brightness, contrastOnly theadministrator has full access tthe allcamera settings

To create an account, click thedd button. To edit or remove an account, select the username on the

account listand then clickEditor Removeas neededAdministrators account cannot be deleted.

EnablingAnonymousViewer will allow any user to access the live view page wittgghing in

11



5.2Network

By default the camera is set to automatically obtain the necessary IP information from the DHCP server

(e.g. the router) However, yu may manuallychangethe IP address andther related setting.

521 TCP/IP

A X TCP/IP | PPPOE

Information

¥ Basic Setup Internet Protocol Version 4 (TCP/IPv4)

Account MAC Address |00:1B:FE:04:32:4A

Date Time

Video

Audio
Live View U Use the following DNS server address
Playback
Event Internet Protocol Version 6 (TCP/IPv6)

System IP Address |fe80:0000:0000:0000:021b:feff:fe04:324a 64

Save Cancel

Internet Protocol Version 4(TCP/IPv4):
Obtain an IP address automatically (DH&Pfhisis the default setting. In this mode the camera
obtains the IP information from the DHCP server.
Use the following IP addressSelectthis option to assign a statiP address to the camera.
Obtain DNS server address automaticatfputomaticallyuse the DNS server settings provided by
the DHCP server.
Use the following DNS server addres$elect this option to assign a DNS server addiéen

DHCP is disablegpu also need to provide the camera with valid DNS settings.

Internet Protocol Version 6(TCP/IPv6):
IP addresg; ThelPv6 IP address of camera is automatically assignedyerting the MA@ddress

of the IP camera. Usgiare unable tanodify it.

HTTP:
HTTP port numbeg, The default value is 80. If you charmjthe HTTRport to a different valude.g.
1024), please make sure to restart the camera (SettidgsSystemA Maintenance) and then

connect to the camera using the following URlp://camera_ip:portnumber

12


http://camera_ip:portnumber

52.2 PPPoE

A X

Information
¥ Basic Setup
Account

Date Time

Video

(vce/ie [ PPPOE

PPPOE

0.0.0.0

Audio 0.0.0.0

Live View User ID l |

Playback

Event

System

Save Cancel

PPPOE:
Authentication Typec PAPor CHAP
IP addresg; Displayghe current IP address obtained frotine Internet Servicé&rovider (ISP).
It will display0.0.0.0 if the camera is not connected to the InternetRRPOE.
User IDg Enterthe user ID for your DSL service. The usés [povidedby your ISP.
Passwordg Enter he password for the DSiccount. Reype the password in thé&eld below.
DNS Serveg Typicallyyour ISP will send DNS Server information to the camera viloemnects.
However, please seledUse the following DNS server addregsyour ISPrequires enteringspecific

DNS serers manually.

13



5.3Date Time

. x Date Time
Information

® Dasic Setup Current Date/Time

Acpoumnt Date/T 2015-01-15  16:59:38
m"”“"" : 2015-01-15 16:59:38
yyyy-mm-dd hh:mm:ss v

Synchronization Method

pool.ntp.org Test
1.pool.ntp.org || Test
2.pool.ntp.org Test
3.pool.ntp.org Test
Time Z o
(GMT+08:00)Taipei v
.
l Save Cancel

Current Date/Time:
Current Date/Timeg Displaysi KS O Y S Ndat@ andti®elzNNS y (i
PC Clock Displays thelate and time of the computer you are currently using.

Date/Time Formatg The brmatin which thedate andtime is displayed on the live video.

Synchronization Method:
Keep current setting; SelectifyolR2 y Qi 4 I y curreintBlate@irdltinfese§ing
Synchronize with client PC Select if you want to djust the camera time to your PQote thatthis
option synchronizes the timenly orce. Anoccasionate-synchronization will be necessary.
Manual Settingg Select tomanually enter the datandtime.
Synchronize with NTI Select to allow theamerato obtain the time froman NTP servefyou can
use the default valuer you canenter a different NTP servenanually. Make sure thatour camera

is connected to the Internedind that nofirewall isblocking the outgoing NTP request.

Time zone:
Time zoneg Selectthe correct time zone for youpcation.
Daylight Saving Time Define the Daylight Saving Tinmangeby activating this option. The camera

will adjust the timedepending on theredefinedstart and end time.

14



5.4Video

Available options may vary depending on the camera model.

5.4.1  VideoSetting

ﬁ x Video Setting I Profile l Day / Night 1
Information
¥ Basic Setup Rotated
Account Mirror/Flip None v
Network Image Rotated o v
Date Time
video [N [N,
Audi
o Video Clip Format Profilel v
Live View
Snapshot Format v
Playback napsh rma Profilel
Event
System Overlay
Overlay Time Stamp v
White v
Black v
Display Position O [ Bottom
Privacy Mask
Status
Add Edit Remove
Save Cancel |
Rotated:

Mirror/Flip ¢ Allowsusersto mirror and/or flip the image.
Image Rotated; Allowsusers to rotatethe image byo0°, 180° or 270"
Image
Video Clip Format Selectthe profile used for recordings.
Snapshot Format, Selectthe profileused for snapshots.
Overlay:
Overlay¢ Selectan overlayto show onlive view, if any
Text Colorg Select the color for the overlay text
Backgroundolor ¢ Selectthe background color for the overlay text

Display Positiort; Selectthe display position othe overlaytext onlive view.

Privacy Mask:
Privacy mashkllows the user to censor certain parts of tlive view area ClickAddto create a new

privacy mask. To edit or remove, select the privacy mask olistend then clickeditor Remove

15



5.4.2 Profile

d

Frofilel

Kesmowve

o) http//192 168 1 10/basic_video_profile_pop htm?

A v )
© 1 & S

~

The network camera allows the creation of video streaming profisgrs must definéhe videoand

audio setting for each profileClickAdd to create a new profileToedit or remove, select a profile from

the list and clickeditor Removeas needed.

Video Setting

Encoding; Thecamera can encode video different formats Make sure that your video recorder

supports the selected format.

Profile ¢ Choose betweeiidigh, Main and Baseline profiles.

Resolutiong Definethe profile resolution Note that resolution available depends on the camera.
Maximum frame rateg Define the maximunmumber of framesper second for the profildf frame

rate is set to higher than 30fps, profile 3 and 4 will not be available due to camera limitstits.

that the maximum limit will depend on your camera model
Quality ¢ Choose betweeifrixed Quality(VBRand Fixed Bitrate(CBR). Fixed quality tigns

includes: medium, standard, good, detailed and excellEixed bitrate will ensure that the video

bitrate does not surpass the specified maximum.

Audio Setting:

Audio Steam¢ Choose to enable or disable the audio.

16



543 Day /Night

ﬁ X Video Setting Profile ' Day / Night

Information
¥ Basic Setup Day / Night
Account I N e Auto v
Network IR Cut Filter Sy elay Sec
Date Time
IR Mode v
Audio ke Auto
Live View IR Level Dark B
Playback IR Anale Spot ( ) Wide
Event
System

Thismenu may vary depending on your camera motfefour camera is no¢quipped with IR LEDs,

some optionwill not be available.

Day/Night:
IR Cut Filter Mode; Choose between auto, night mode, day mode and schedyeselectingAuto
the camerawill automaticallyremove the IR cut filter based on theredefined threshold. Oight
mode, the live view image will be black and whitethe camera will always remove the IR cut filter
regardless of the actual light levels. Opposite to night mode [xag modewill never remove the IR
cut filter from the image sensor allowing visible light to pass through the image, providing colored
videos.Schedulemode allows users to program the time for the camera to engage in night mode.
IR Cut Filter Switch DelayDefine the durationto enable thelRcut filter to switch mode
IR Cut Filter Threshold Define the threshold to enable the IR cut filter to switch mode.
IR Mode ¢ Choose between auto, active, inactive and schedéleto mode allows the IR to
automatically turn on when the IR cut filter is removéittive mode keeps the IR on regardless of
the IR cut filter mode. This mode is not recommended unless the camera is installed in a dark
environment that requires IR at all timelnactive mode will disable the IRven if IR cut filter is
removed. SelecBchedulemode if you wish to program a specific time for the IR to turn on/off.
Smart IR¢ This technologyallows the IR to automatically adjust its intensity to the scene content,

avoidng overexposurdrom happening.

17



5.5Audio

This menu will be available only if your camera has audio support.

Information

¥ Basic Setup Audio Input
Account Audio Input Gain
Metwork Audio Encoding |@.711_u-law Vv
Date Time

Video

b0 [
A o Output Gain

Live View

Playback
System
Audio Input:

Audio Input Gairng Selectthe microphone input gain valueom the drop-down menu

Audio Encoding; Selectthe encoding from the droglown menu.

Audio Output:

Audio Output Gaing Selectthe speaker output gain valuieom the drop-down menu

Note: The camera does nsuipport echecancelling, usinéull duplex mode may cause audio feedback.

18




6. Settingq LiveView

_ X

Access tfs menuto configurethe live view, indiding video, audio, camera and . .~ ©

Basic Setup

PTZ settingsAvailableoptionsmay differdepending on your camera model e

6.1Video

Refer tosection5.4.

6.2 Audio

Refer tosection5.5.

6.3 Camera Setting

6.3.1 Image Setting

Video

Audio

Camera Setting
PTZ Setting
Playback

Event

System

2MP Bullet Camera

A X

Inforrmation
Basic Sctup
= L Wiaw
Vidao
Budlo
Camara Satting _|
PTZ Satting
Playback
Evenk
Imtailgent Video
System

Image Settings | Lens Scttings | ROI |

Image Enhancament

Shaw Videa | Wideo
Brighirass —— Saturation — 50
Cantraz: — Srapress — 50

Dafauit

White Balance

Exposure Sctting

Exposurs: Fraguency Aulko Lo

Wide Dynamic Range
Mode OfT W

Molse Reduction

ZD Dencise Aulko e
30 Denciss
Dfog
Mode o w1
S Canczl




Availableoptionsmay differ depending on your camera model

Image Enhancement:

Image enhancemerallows you to adjust thérightness contrast, saturation and sharpnesf the

video.Click onVvideoto preview the adjusted settings result.

White Balance:
Color tone¢ Move the barto the value that can beseflect natural colors.

Auto White Balance; Choose the one thdtest fits your installation site.

Exposure Setting:
Exposure Frequenay Selectauto if the camera is installed outdoddn the contrary, please choose
the indoor light frequency (e.g. 60Hz for USA, 50Hz for Germany).
Automatic exposureg You canmanually change thealue(0-100) or maintain the defaul5.
Exposure Time; Define the minimum and maximum exposure time oet® Y S N} QAaltisa K dzii G S NJ
recommend usinghe smallest exposure timfr the min valueto ensurecrisp images ding day
time condition. As for the mawalue, the bigger the value, the longer the camé&eeps the shutter
open in lowlight conditions allowing more light to fall onto the image sensor. As altrethe
camera carcapture images even irewy dark environmentsHowever,moving objectswill appear
bluredasthg Y2 @S 6KAf S GKS OF YSNI Qa &aKdzidSNI Aa 2Ly o
Gaing Thehigherthe value the brighter the imagebut consequently itvill containmore noise.

Low Light Behaviog Ehableto program nght modebehavior

Wide Dynamic Range:

This featureallows the network camera to capture video in argéth highlighting contrast

Noise Reduction:
2D Denoise; Noisereduction algorithm helps reduce the graining in the video, which occurs under
low light conditionsSelect themode that best fit your needs.

3D Denoise; Further impiovesnoise reduction to deliver sharpénage
Defog:

Enable this feature to allow the camera to automatically increase image contrast and provide

better image quality on foggyday.

20



6.3.2 Lens Setting

This menu is only available for zoom modules and motorized cameras.

A X ((Tmage Settings [ Tons Eotinee Y oL
Information
Basic Setup Focus
¥ Live View Free 64CH NVR SoftWa'e 2\\. A
Video
Audio I CamGraba 2.0 %
|
Playback
Event
System
Zoom Q : Q
Focus Q —_— E “
Smart Focus
Focus Method
@ Fast
O Full scan
Iris
Focus:

Zoomg dick on the arrows tazoom inor out.

Focus Clickon the arrowsto adjustfocus

Smart Focus:
Selectafocus method and clicRe-Focusto allow the camera to automatically find the optimal

focus valueFastprovides a faster result whileull Scardoes a thorough scene scan before providing the

best focus point.

Iris:
Select the one that best fits your requirements.

21



6.3.3 ROI

2MP Bullet Camera

~ X

Information
Basic Setup
® Live View

Video

Audio

PTZ Setting
Playback
Event
Intelligent Video
System

< Image Settings T Lens Settings [ ro1

ROI
Free 64CH NVR Software
CamGraba 2.0
Name Display All Range
No item has been contained. Profile
Background frame rate fps
Add Remove Note: ROI support codec: H264,H265.

Save Cancel

ROI:

ROI(Region of Interests afeature created testrengthen the image clarity in key regions of a scene.
To frame a key region, please fill in the name and other information requested on the right side of
the screen and then clicadd. A rectangular frame will appear on the video. Drag and drop the
frame to the region of interest and resize the frame as ambiClick orDisplay All Rangéo see all

the regionspreviouslyset Users may also lower thigackground frame raten order to relocate

the bitrate resources and increase the video quality on the regions of interest.

Note: ROlIsupport up to 3 regionsgr profile and ioonly compatible withH.264 and H.265 codec.

22




6.4PTZ Setting

This menu is only available for camethat support RSI85.

6.4.1 Patrol Setting

Information
Basic Setup
*® Live View
Video
Audeo
Camera Setting
Playback
Evemt

System

Preset Position

Wame

* Anem has heen

Go Remove

Guard Tour
Woame

N izem Ra» besn

Go Defauit

sunsained

Remov

Status

contained

Patrol Settings l PTZ Control

Control Panel

Defanit

Remove

L

COPYRIGHT © JU54 ZAVED ALL KISMTS REMAVID

Note: Please connect the R85 before configuring this page.

Control Panel:

Click on the arrows to move towards théection you want.

23




Preset Position:

To create a new preset position, fill imameand then clickadd. ClickGoto preview.
Guard Tour:
To create a new guard tourlickadd button and then fill in enameand addpreset positiors

desired Users camanually set the PTZ speed and the interval time.

6.4.2 PTZ Control

',4*_’ ._x | Patrol Settings ] PTZ Control I

Information
Basic Setup Speed Control

® Live View Pan Speed —_— LSOJ
—— []
Audio Al

— | 50 |

Camera Setting

PTZ Setting

RS-485 Sett
Playback g s

n @ o
Event -

System

[‘Save | Cancal |
[ Save |

COPYRIGHT © 2014 TAVIO ALL RIGHTS RESERVED

Speed Control:

Allows users to control pan, tilt and auto pan spe&a@nging from 1 to 100.

RS485 Setting:
Enable or disable R85 setting.

24



7. Settingg Playback

The camerdas embeddeglayback featureallowing users to playback videos from Information

aclient PCnetwork storage serveor camer# edge storage f::?:;"p
» Playback
. Client PC
7. 1 C“ent PC Network Storage
Edge Storage
Event

Thissection allows users to play recorded videos stored on the client PC through the webs:eiigent video

System

eliminating any codec compatibility issue with installed video players.

7.2Network Storage

Easily access the recorded videos stored on the network storage.

To set umetwork storagerefer to section 8.

2MP Bullet Camera

Information
Basic Setup Recording List
||Please add network storage server first | |
= Playback
Client PC

Network Storage

Edge Storage

There may be two different folders, depending on your previous settiegentfolder will contain all
eventtriggered recordings an8chedulefolder will contain all scheduled recordings. For more details on

event recordings, please refer to section 8.

Network Storage

Recording List

[[PCsmers001 EREOAIFFL/ ]

T

_Folder
Event/

File Name Size

The folders will be further divided by date and then by hour.

= Recording List

Recording List > [‘
[P suners001 BREOALFF1/
[1PZ amners001 BEEO4LFFL/ | L——
SI2E i B o Folder File Name Size
—— p— - i S - -/
Folder File Name Size A3l
—7 : e — . 14
W S— - 16/
20130314/ 12/
001/ o
20130321/ 22/
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Sdect the video you would like to playback.

Recording List

|1P1Z sumers001 BFEQ4LFFL/ |
SIGEE S
Folder File Name Size
f
551397 video20130314175349_MD.avi 5.01M8B
551397 video20130214175449 MD.avi 5.01M8

Below isplayback window of an event recordinthis feature is only available on Internet Explorer.

£ Remote Playback - Microsoh Intemet Lxplorer provided by IC iniracom USA ——

CamGraba 2.0 %

H .

nns -
Item Description Item Description
[T! Move one folder up E Select all items in the folder
@ Refresh the view 'i' Playback the selected video
T Delete the selected file 'T' Download selected item tgour computer
7.3EdgeStorage

Edge storage section is similar to that of the network storage. If your camera is equipped witin Uit

or micro SD card slot, you may access the inserted@ardmory to play the recorded videos.

2MP Bullet Camera

AKX Zryr—g

Information

Recording Lint

0 Basic Setup '[:rc Py STE J

Live View

Cate 013 08 1) 107% 68HA

= Playback telder Tile Name l Size
Client PC 1 PryGround_#11 08_11

1075 .54M8

Fiaibwy 2013 04 33

1025, 7AHB
Network Storage

Edge Storage
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8. Settingg Event

A X

Usersmayassigran action to the camera when an event occurs. This section will = %"
Basic Setup
show you how to set up event servers, event list, motion detections and schedule.Live view

Playback

@ Event
Event Server
8.1Event Server -
Motion Detection
Schedule
811 Event SerVE Intelligent Video

System

Click theadd button to create a new server. A window wilompt requesting the serve® information.

First fill in the name of the server and then select the server type.

Adding a FTP server
Network Address; Insert the FTP serv@raddress

Server Port Default is21. Change only ifour FTP server uses a different port.
Upload pathg Provide theuploadpath.
User Namé Passwordc Providevalid login credentials for the FTP server.

Passive Mode& Enableif your FTP server utilizes passivéPFwhich is the most common method.
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